
Absolute Encoder MAR-M700MFA

Multi-turn absoluteType

MAR-M700AMAR-M700MFAModel Number

8,000min-1

DC 5V（±10%）電源電圧
Power supply

主電源ON時
With main power

DC 3.6V－
バッテリバックアップ時
With backup battery

120mA（TYP）消費電流
Current used

通常動作時
With main power

55μA（TYP）－
外部バッテリ使用時
Using external battery

応答回転速度
Responsive revolution speed

2.5 Mbps （Option: 4 Mbps–16 Mbps）
ボーレート
Baud rate （option）

-20˚C～105˚C
動作温度範囲
Operating temp. range

A-format®
通信プロトコル
Communication protocol

φ35mmサイズ
Size

外径
Outer diameter

12.48mm（TYP）
高さ
Height

MAX 27bit  134,217,728 position/rev.分解能
Resolution

1回転部分
Single-turn resolution

MAX 16bit  65,536 revolutions
多回転部分
Maximum number of multiple-turns

EIA 規格RS-485 準拠　EIA standard RS-485 compliant
伝送規格
Transmission standard

NRZ 半2 重シリアル通信　NRZ code half-duplex serial communications
伝送方式
Transmission method

世界初 全固体電池搭載 多回転バッテリレスアブソリュートエンコーダ
World's first, Multi-turn battery-free Absolute Encoder mounted with All-Solid-State Battery 

Equipped with a unique angular accuracy self-correction function that contributes to enhance 
the motion accuracy

• 独自の角度精度自己補正機能を搭載　モーション精度の高度化に貢献

製品仕様 Spec

• バッテリレスでありながら従来品（M50）と高さ同等以下を実現　装置の設計変更が不要
Even though battery-free, realized thinner than conventional product （M50A） and no need to 
change the design of the device

Realized guaranteed temperature range up to 105℃
• 最高105℃までの温度保証を実現

Reduce the risk of sudden equipment stoppage due to failure with equipped predictive 
maintenance function

• 予知保全機能を搭載　故障による装置の突然停止リスクを抑えることが可能

主な特長 Primary features
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Specifications of attached stepped shafts

Specifications of attached stepped shafts
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